g I'e n am at®C i Technical data sheet

Description and Application ‘

Grenamat C is fireprobf board-manufactured of exfoliated vermiculite, wooden chips and organic binder.
This board is-very-close to-the- mechanlcal properties of a MDF board combined with a good resistance
against fire.-Grenamat C-is used- as core-of wooden fire resistant doors EI 30 and EI 45, frames of fire
resistant doors, replicas-a X ,5‘;h|stor|c door wings with requirement for fire resistance and

excelle,nt arc_gus_tjc,,lnsulgtlo

'Trade — S Grenamat C
‘ DlmenSIons (ba5|c format) ______ m | ~ 1220x2440
in 48 x 96
B,ulk;dgnsit'y (tol. £5 %) G EN 135011 kg/m? 826 804 585
Thickness
Thickness tolerance EN324-1
~ [Dimensional tolerance. N1
Straightness tolerance NG EN 324-2
Bending strength EN 310
Compressive strength EN 319
Humidity ex-works EN 322
Swelling EN 317
Emission of Formaldehyde EN 120 Class E1
Reaction to fire EN 13501:1 C—sl1,d0; Ch—sl
Thermal conductivity W/mK 0,16 0,12
Flame Spread Index is Mm/min 43,0
Fire resistance EI EN 1363-1 Th. 12 mm 18
Th. 18 mm 25
min Th. 22 mm 32
Th. 25 mm 38
Th. 35 mm 56
Strength against pulling bolt EN 320 N Th. 12 mm 890
Th. 18 mm 985
Soundproofing EN 13986 dB R =13 xIg (ma) + 14 **
Dimension of the pallet mm 1230 x 2450
Options of packing according to Th. 12 mm 55/ 585
the thickness Th. 16 mm 42 /585
Pcs / height of Th. 18 mm 38 /585
the pallet Th. 22 mm 30/ 585 _é
Th. 25 mm 28 / 585 P
Th. 35 mm 26 / 585 ———
* unsanded boards + 1,0 :
K ma— Weight of the board in kg/m?
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Storage, handling- and processmg
Store in areas-with temperature above 5°C (41 °F) and relative humidity of 65%. The material must be
protected. against direct impact of weather. When stacking it is recommended to support the boards on
a pallet’or sufﬁclently thi (a'pprox spacing 500 mm (19,68 in)) so as to prevent deformation
of the’boards.— '
Processmg of- the boards s
humldlty of 65%:
;'_Wlthout adequate treatment it is not appropriate to use the material in exterior applications and
environments with relative humidity above 65%. When installing the board it is necessary to prevent
’ condensatlon of water vapor on the surface of the material and exclude direct contact with water.
Matenal processing can be performed by conventional woodworklng tools.

'éciﬁﬁmended at a temperature of 15 — 25°C (59 — 77°F) and a relative

REACH
Manufacturer Grena, a.s., Veseli nad Luznici declares that the above mentioned product does not contain

substances on the list of dangerous substances, SVHC (Substances of Very High Concern), published by
the European Chemicals Agency (ECHA) on its website.

DECLARATION OF HEALTH

Manufacturer Grena, a.s., Veseli nad LuZznici declares that the designated product is free of asbestos,
mineral and glass fibers.

Manufacturer Grena, a.s., Veseli nad Luznici declares that the boards Grenamat C are objects, what means
they are under the current wording of the European Parliament and Council Regulation (EC) no.
1907/2006 on the registration, evaluation, authorization and restriction of chemical substances, as
amended Commission Regulation (EC) no. 987/2008 and Commission Regulation (EU) no. 453/2010
exempted from registration and thus the obligation of issuing safety data sheets.

\\“mim.

C E EN 13986

Our technical consultants are always ready to answer you specific questions and advise you with the-
product application according to your needs. The information in this sheet is based on practical

experience, as well as on tests and reflects our current state of knowledge. It is informative and does not

contain any assurance of product properties or their suitability for specific appllcatlons Try for yourself

whether our product is suitable for your purposes. ==

Date of revision: 10.01.2021 (replaces the previous version of TDS) §
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